
Harrowby – SKU: GCM008
Honed Black Granite 
Surround & Hearth
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LEFT LEG
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SHELF

FIX TO WALL USING SUITABLE FIXING FOR 
WALL CONSTUCTION (NOT INCLUDED)

FIX TO BLOCK ON OUTER RETURN – POSITION 
INDICATED ON PICTURE TO LEFT (SCREW AND 
RAW PLUG INCLUDED)

EXAMPLE PHOTOS

Raw plugs for 
installation 
into block on 
surround x 2 

Screws for 
fixing bracket 
onto block on 
surround x 2 

Plates/brackets x 2 

RIGHT LEG

IMPORTANT 

SURROUND TO BE RECESSED INTO PLASTER WORK 
TO ALLOW WALL FIXINGS TO BE HIDDEN.
SHELF  & FREEZE TO BE SECURED USING A 
SUITABLE MARBLE AND STONE, GLUE AND FILLING 
ADHESIVE.



Prior to installation

Ensure the construction of the wall is sufficient to support the surround. This must be checked with a 
spirit level for flatness and free from obstructions. If you are unsure about the suitability of the wall 
structure, seek advice from a building surveyor or architect.

Appropriate wall fixings, suitable wall plugs and screws, must be used for securing the brackets to the 
walls.

IMPORTANT - the supplied fixing kit must be used, under no circumstances should any fireplace 
be installed without the mechanical fixings supplied. Whist adhesives such as No – Nails or 
similar can be used, this must only be in addition to the supplied fixings and not instead of. 
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